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EMERGENCY STEERING PROCEDURE FOR FREQUENCY CONTROLLED STEERING GEAR.
FROM BRIDGE STEERING GEAR ALARMS

The main control panel is supplied with non—follow—up | Iype of alarm, and action if alarm occurs:
push buttons with an override switch.

All other steering modes are disconnected when this
steering mode is operated. To regain normal steering,

Alarm: Overload pump no. n (el. motor overload) n=1,2,3 or 4
Action: Stop the faulty pump and start the other pump, if not already running.
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L The OVETTIde SwIteh 1o position  reledse Alarm: Phase failure pump no. n (phase failure to the frequency converter)
OVERRIDE INDICATION Action: Stop the faulty pump and start the other pump, if not already running.
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Alarm: Power/Frequency Converter failure pump no. n (power failure to the freqg.converter)

OVERRIOE BUZZER VERRRE OVERRIDE SWITCH . ) .
owe 173 | | st || | buwe 274 / Action: Start the other pump, if not already running.
If the display of the Frequency Converter shows: "Auto Remote Trip Lock”, switch off power

> in the motor controller until the display of the frequency converter goes blank, and then
@ NON FOLLOW—=UP power up the system again to reset Trip Lock.
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Alarm: Power failure control no. n (power failure steering control system)
- ~ Action: Stop the faulty pump and start the other pump, if not already running.

FROM STEERING GEAR ROOM

Alarm: Low oil level pump no. n (level switch mounted in the oil reservoir)

The maneuvering pump on the rudder motor can be Action: Check the reason and refill oil.

operated manually by use of the emergency push
button on the front of the motor controller.
The selector switch on the motor controller is

Alarm: Hydraulic lock alarm pump no. n
Action: Stop the faulty pump and start the other pump, if not already running.

to be turned to position "Local Control”. Alarm: Clogged filter pump no. n

Action: Check the reason and replace filter.
MOTOR CONTROLLER

Alarm: High oil temp. pump no. n
Action: Stop the faulty pump and start the other pump, if not already running.

Alarm: lIsolation valve failure pump no. n (failure of the solenoid coil)

1. REMOTE Action: This alarm will autostart the standby pump, and autostop the faulty pump.
§j fngA’?L CONTROL Confirm it by looking at the running indication. Error to the solenoid coil will be displayed
— by flashing display of the current monitoring relay in the MC while pump is running.

To inspect, switch MC in the SGR to pos. 3 LOCAL CONTROL, and start the faulty pump.

Upon identification of failing solenoid, stop the faulty pump and replace solenoid.

Alarm: Power failure aux. steering no. n (Power failure steering control system)
Action: Steer by means of the emergency steering.
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FOR STEERING GEAR
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